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SALEHI Double Rolling Mills ®
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These machines are used as the first and the most important tools for workshops
as well as industrial production and are produced in sizes of 120, 140, 160, 175,
and 200.The configurations are two-cage rolling mills for plate and for wire and
two-cage for plate only. These models are mainly used for plate & wire
rough-rolling and finishing or wire rough-rolling and finishing. These machines are
used as the first and the most important tools for workshops as well as industrial
production and are produced in sizes of 140, 160, 175, and 200. These are the
first machines produced by Salehi Machines Manufacturing CO. and in the best
quality and power with high satisfaction of customers. So the company has
improved their quality always.
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EHS 140
EHS 160
EHS 175

Model 140 160 175 200 g
RweOsA /Sl o Cylinderwidth  140mm 160 mm 175 mm 200mm O
H Cylinder diameter 76.5 mm 84 mm 90 mm 105 mm ":‘;m
P Rolling speed 5.3 m/min 7?,,'/,1,,16 137k 8},.;;.1-.22 )e)x:lnnclx:z:
L Motor power 223kw  22-48kw 22-48kw  3.8-48kw WM
- Rolingspeed  TNY  Gm  sweom oM ooy
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E:Z 123 Il ;gg :g 1?;:(()) « Head office: 4th St, Of Jey Industrial zone, Isfahan, IRAN. « Web: www.salehimachines.com
Eﬁ; ;(7)(5) :;2(5’ ;?g ::;(5’ « Tel: +98 (31) 35722291- 4 « E-mail: info@salehimachines.com
« Fax: +98(31) 35722283 « E-mail: salehimachines@gmail.com
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Single Head Rolling Mill
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Cylinder width 240 mm 240 mm die Job
€301 Job

Cylinder diameter 84 mm 90 mm dis s
30103

i 7.3-14.6 7.3-14.6 39 Oy
Rolling speed ey S o

Motor power

2248 kw 22-48kw PP ORS
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Laboratory rolling machine
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This machine is appropriate for the using the specific machine forX-ray metal
analysis, useful for evaluating the real concentration of precious metal obtained.
Furthermore, it gives the opportunity to find everything you need for the
cupellation of precious metals, from the precision laboratory scale to the rolling

machine for the separation of metals.The machine is completely electric and is

composed of: hardened steel and motorized rolling mill with pedal control fitted
.with cylinders 50x120mm
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Synall 503

" 220/380 V 220380V opos @y
ROIIlng SPCCd 50/60 Hz 50/60 Hz  ¢,S1giwd) (3yg3)
width 950 mm 950 mm OOIE
odya)

Depth 500 mm 500 mm dob
Jow

Height 1450 mm 1450 mm gl
clasy)

Weight 03
g 400 Kg 450 Kg ol
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750 x 450 x 1300 mm
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120 Kg
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Single and Three-phase
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Double Rolling Mill Bench Unit®g _ g ¢
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Cylinder width 120 mm i, Aollalt Lle rgiuall Zodawaid Alme & V0
Cylinder diameter 64 mm dio s

g3all s
Rolling speed 4 m/min )"’_" ‘_:‘,c””
paiad)l acyw
Motor power  1.5-2.5Kw 'P%©O»8
Synall bod
: 220380V (0000 31
Religepecd 50/60 Hz _¢,Slgiwl 3a5)l
Depth 400 mm dob
Johl
width 1030 mm e
sl
Height 840 mm
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™\ Weight 400 K 03
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Hand-Operated Rolling M tll ®
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These Rolling Mills are ideal for working nonferrous metals and alloys.
Thanks to their compact size, they can be mounted on a bench or on a special
column that is anchored to the floor or to a wheeled base.

Engraved rollers with ornamental decorations are available on request.
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Cylinder width 120 mm dao dob Ha 5
£3a)l Job ;

Cylinder diameter 56-64 mm Jas yiad w:
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Weight 35-38 kg o) — =
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